Technical Data Sheet

Optifluid HC5B

Hydrocracked Base Oil

Product Specification

Test Description Test Method Min Max Typical
Colour, ASTM ASTM D 1500 0.5 0
Density at 15°C, kg/I EN ISO 12185 0.835
Kin. Viscosity at 40°C, mm?2/s EN ISO 3104 4.0 5.0 4.17
Flash Point, Cleveland, °C EN ISO 2592 120 132
Pour Point, °C EN ISO 3016 -24 -33
Acid Number, mg KOH/g ASTM D 974 0.01
Carbon Residue (CCR), % ASTM D 189 0.01
Sulphur Content, % ASTM D 3120 0.001
CA, % IR (Brandes) 4
Distillation 5 % - 95 %, °C EN ISO 3405 285 - 315
Aniline Point, °C ASTM D 611 85

Safety information sheets are available for all Optimum products from the address below:

The West Wing - Acorn House - Shab Hill - Birdlip - Gloucestershire - GL4 8JX
Head Office: 01242 253 333 - Customer Services & Orders: 01242 395 555

Email: technical@optimumoils.com - Web: www.optimumoils.com

All reasonable care has been taken to ensure that the information contained in this publication is accurate at the date of printing. The above
information may be affected by changes occurring subsequent to the date of printing in the formulation and its application for the products referred to
or in the requirements of any specification or approval relating to any such products.
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