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All reasonable care has been taken to ensure this publication is accurate upon issue. Such information may be affected by changes subsequent to 
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TECHNICAL DATA SHEET 

QH PRESSMAX™ FWW 2500  
HOT & WARM FORGING LUBRICANT - WATER BASE 

 

QH PRESSMAX™ FWW 2500 is based on a blend of 

additives, which provide good adhesion on the die surface 

and excellent surface wetting properties which improve 

successfully lubricity for ferrous and non-ferrous alloys. 

It is recommended that dilutions are made with suitable 

mixing equipment. If manually mixing, add water slowly to 

the product while mixing for best results. 

Applications 

QH PRESSMAX™ FWW 2500 is a water-based forging 

lubricant formulated for closed die forging alloys such 

Steel, Stainless Steel, aluminium and copper alloys. 

QH PRESSMAX™ FWW 2500  forms a coating on the die 

with excellent release and lubricating properties. This 

coating allows good metal flow during hot and warm 

forming, leaving an adherent and resistant film on the die 

even at high die temperatures. 

Recommendation For Use 

The dilution rate can vary according the severity of 

application and alloys. 

Simple parts :    3 - 5 % 

Difficult parts :    10 % 

Automatic or hand spray is recommended to obtain a 

uniform film on the die. 

 

Benefits 

• Reduces costs - use at very high dilutions in 
water, improves productivity by providing good 
metal release, allows metal to flow through the 
dies impression. 

• Reduces costs - excellent lubricity reduces scrap, 
extends die life by preventing build up of solder in 
the dies, good microbiological resistance, parts 
are easy to clean 

• Eliminates staining - compatible with yellow and 
non-ferrous metals, brighter cleaner parts 

• Operator friendly - non-irritating to skin, clean 
working environment, easy to mix with water and 
to check concentration 

Health, Safety And Handling 

Please consult the Safety Data Sheet (SDS) for 

information on storage, safe handling and disposal. The 

conditions or methods of handling, storage, use and 

disposal of the product are beyond our reasonable control 

- we assume no liability for any ineffectiveness of the 

product or any injury or damage, arising out of or in 

connection with these conditions. 

Typical Physical Properties 

PROPERTY TYPICAL VALUE UNIT 

Appearance White liquid Visual 

Specific gravity @ 20°C 0,992 
ASTM D 

7042 

pH >11 
STC 10.0.0-

37 

 


